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For contract L:‘?LQ GENERAL NOTES
construction 8
projects o Where at any time, any vehicle, equipment,
t]-J workers or their activities will encroach
o in the area between the center line and
2 a line 600 mm (24") outside the edge of
W20-1(0)-48 W20-4(0)-48 W20-7a(0)-48 pavement.
or * Cones at 8 m (25) centers for 105 m (350°).
For maintenance Additional cones may be placed at 15 m
and utility (50) centers. When drums or barricades
projects Ay are used. The interval between devices may
W20-1(0-48 be doubled.
** Flaggers shall be positioned in advance of
W21-4(0)-48 W20-1101(0)-48 the work operation and remain there until
the lane is open to traffic.
When the distance between successive
patches is less than 450 m (1500°), the
entire operation may be considered as one
work area for flagging and signing pur-
SYMBOLS poses. When the distance between success-
ive patches exceeds 450 m (1500'),
P additional warning signs, flaggers, and
m Work area taper shall be used.
TYPICAL APPLICATIONS P sion
All dimensions are in milimeters (inches)
Patching [ Barricade or drum unless otherwise shown.
Utility operations o ¢ g 5 ‘cod
Storm sewer one, drum or barricade
Cuvert DATE REVISIONS LANE CLOSURE, 2L, 2W, DAY ONLY
() Wmols Department of Transpor totion Cable placement ® Flagger with traffic control sign 1-1-00 |Rev. TYPICAL APPLICATIONI gN-RD TO 600 mm (24') OFF-RD
- & detdqdil of patch area.
weRoveD eyl zm0 | FOR SPEEDS > 45 MPH
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